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LL AND LT ARE SHIPPING SUPPORT
LOCATIONS AT LEADING AND
TRAILING ENDS, RESPECTIVELY.
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DIMENSION "A" AT ¢ BEARINGS = BASED ON GIRDER DEFLECTION = "D" AT TIME OF SLAB PLACEMENT (120 DAYS)
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The number of harped strands
should not exceed ½ of the
number of straight strands.

GIRDER SCHEDULE

SAWTEETH ARE FULL WIDTH - USE SAWTOOTH KEYS
FROM BOTTOM OF BOTTOM FLANGE TO BOTTOM OF
LOWEST HARPED STRAND AS WELL AS TOP FLANGE
ADJACENT TO HARPED STRANDS AS SHOWN IN 
VIEW B - GIRDER DETAILS 1 OF 3

SAWTOOTH DETAILS

STRAND PATTERN AT ¢ SPAN 
STRAIGHT STRAND LOCATION SEQUENCE 

SHALL BE AS SHOWN (1), (2) ETC.

END 1 END 2

AHEAD
ON STATIONING

END OF P.S. GIRDER

90°

BEARING WIDTH +2" - SEE
"MISC. BEARING DETAILS" SHEET

C.G. TOTAL
HARPED
STRANDS

C.G. OF LOWER HARPED
STRAND (BUNDLE BETWEEN
HARPING POINTS)

C.G. TOTAL
STRAIGHT
STRANDS

GIRDER SLOPE

½" EXPANDED
POLYSTYRENE FOR
SKEWS GREATER
THAN 15°

¾" CHAMFER ON
WEB FOR SKEWS 
GREATER THAN 15°

¾" CHAMFER ON
FLANGE FOR SKEWS 
GREATER THAN 15°

90° 90°

½" EXPANDED POLY-
STYRENE FOR SKEWS
GREATER THAN 15°

NOTE:
Dimensions shall be shown in Imperial
units to the nearest Âth inch.
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¢ GIRDER ALL HARPED STRANDS IN
EXCESS OF 12 SHALL BE
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